
“EK SWITCH”

Version 1.01

SWITCHES
POE

PRODUCT OVERVIEW
“EK SWITCH”

Parameter
EK Switch, 5 port, 75W, 

4xPOE, 1xSFP
EK Switch, 8 port, 120W, 
8xPOE, 2 x Uplink RJ45

EK Switch, 24 port, 
450W, 24xPOE, 2xSFP

PoE power [W] 96 120 450

PoE Standart IEEE 802.3, 802.3u, 802.3x, 802.3af, 802.3at

Back bandwith [Gbps] 12 20 12.8

Ethernet Interface

4 x  10/100/1000 Mbps  
Ethernet  ports  

1 x 10/100/1000 Mbps  
Ehternet Uplink port  

1 x 1000 SFP Fiber port

8 x  10/100/1000 Mbps  
Ethernet  ports  

2 x 10/100/1000 Mbps  
Ehternet Uplink port

24 x  10/100/1000 Mbps  
Ethernet  ports  

2 x 10/100/1000 Mbps  
Ehternet Uplink ports  

2 x 1000 SFP Fiber ports

MAC Address table 2000 8000

Power Supply [Vdc] 48

Working temperature [ºC] 0/55

Size (L x W x H) [mm] 185 x 96 x 24 250 x 122 x 35 440 x 284 x 44

Power consumption [W] Max. 96 Max. 120 Max. 450

Item No. 151060300 151060301 151060302

ADDITIONAL INFORMATION

• 4/8/24 high-speed  
 ethernet ports 10/100/1000
•  2 – 4 uplink ports  
 (Ethernet and SFP Fiber 1 GB)
• PoE ports 48 Vdc
• Total power 96 W/120 W/450 W

EK Switch, 5 port, 75W, 
4xPOE, 1xSFP

EK Switch, 8 port, 120W,  
8xPOE, 2 x Uplink RJ45

EK Switch, 24 port, 450W, 
24xPOE, 2xSFP


